
Example: Dash or Flat Mount Plate (1.5mm)

Connect to Replay XD1080

4 Meter Wire

DC Hardwire Start Stop Kit - 4 Wire

4 Meter Wire

HDMI Output

3.5mm Audio Line-In

Adjustable Bezel (1.5mm - 4mm)

Red LED
Flashes: Powered On
Steady: Recording

Dash Gap (D 30.75mm x 1.5mm - 4mm)
RECORD (White Wire)
POSITIVE 12-24V (Red Wire)
GROUND (Black Wire)
POWER-ON (Green Wire)

Dash Remote

IMPORTANT NOTE:
Please make sure your power source or battery is 
disconnected before wiring your DC HW kit.



RECORD (White Wire)
POSITIVE 12-24V (Red Wire)
GROUND (Black Wire)
POWER-ON (Green Wire)

4 Meter Wire

DC Hardwire Start Stop Kit - 4 Wire

4 Meter Wire

Dash Gap (D 30.75mm x 1.5mm - 4mm)

OR

RECORD (White Wire)

POSITIVE 12-24V (Red Wire)

GROUND (Black Wire)

POWER-ON (Green Wire)

BATTERY BATTERY

Option 1: Dash Remote Start Stop

The DC HW Start Stop Kit - 4 Wire can utilize the Dash Remote 
to allow manual Power-on and Start-record. This feature 
will override the camera buttons while still allowing manual 

operation from the camera.

Option 2: Four Wire Start Stop

White Wire (OPTIONAL): The Record Start/Stop circuit can be wired 
to a momentary switch to act as an aux Record button. This wire 
will override the Dash Remote and camera buttons while still 
allowing manual operation from the camera and/or Dash Remote.

Red Wire: Positive 12-24V DC

Thin Black Wire: Ground

Green Wire (OPTIONAL): The Power On/Off circuit can be wired 
to a momentary switch to act as an aux Power button. This wire 
will override the Dash Remote and camera buttons while still 
allowing manual operation from the camera and/or Dash Remote.

Option 3: Auto Start Stop - Firmware v44 and above
(Adjustable from XD1080 Advanced Text File)

The DC HW Start Stop Kit - 4 Wire can utilize the APSS and PDD 
feature in Firmware v44 and above. Download available here: 
http://replayxd.com/support/download/replay-xd1080-
firmware-single-update

APSS: Auto Power Start Stop
APSS is set to Off by default, you can set it to On to allow the 
camera to auto Power-on and Start-record after external power is 
applied to the camera.

PDD: Power Down Delay
PDD is only active when APPS is set to On. You can adjust the 
Power Down Delay to allow the camera to Stop-record and Power-
off after external power has been interrupted.

Option 3 will override the Dash Remote, camera buttons, and 
White/Green Wire circuits while still allowing operation from all 
three operation methods if performed before power is interrupted.

IMPORTANT NOTE:
Please make sure your power source or battery is 
disconnected before wiring your DC HW kit.




